STUCCO (BY OTHERS)

ALSAN RS 230 SYSTEM ADD ADDITIONAL COAT OF

/ 230 AS BONDING COAT AND BROADCAST W/QUARTZ

,‘ 277
MA

TILE: MIN. 24" X 24" X 3/4" THICKNESS (BY OTHERS)
SET IN LARGE FORMAT TILE MORTAR.

DO NOT GROUT JOINTS TO ALLOW FOR

WATER DRAINAGE. (REFER TO LARGE FORMAT

MORTAR LAYOUT DETAIL FOR REQUIRED SPACING)

ECHO FLOW : 27 MIN. THICKNESS 2°X2" OR 2" X 4

PEDESTALS: 8,000 PSI CONSTRUCTION
GROUT CYLINDERS CAST— IN—PLACE

CAP PLY: SOPREMA COLPHENE 180 FR GR,

ADHERED WITH COLDPLY EF ADHESIVE AT
- 1.5 — 2.5 GAL/SQUARE

- ASE PLY: SOPREMA COLPHENE 180 SANDED,
a4 ADHERED WITH COLDPLY EF ADHESIVE AT

1.5 — 2.5 GAL/SQUARE

."'..CWCOVER BOARD: 1/2" MINIMUM SECUROCK® BRAND CEMENT

SLOPE 1 / 4" PER FT. EPS —=—

|~ INSULATION: 60 PS| INSULFOAM (EPS) ADHERED
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(INSULATED) ECHO CONCRETE PEDESTAL SYSTEM
WITH TILE SURFACING (=465 PSF NOA)
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